
 

 

Wireless Stethoscope KIT  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
In the field of law enforcement, counterterrorism and 
hostage situations there is often the need for audio 
monitoring where access is restricted. This wireless 
Stethoscope Kit provides a means of listening 
through elements of buildings (walls, ceilings, doors 
etc.). An excellent audio transmission quality can 
even be guaranteed for walls of 50 cm thickness.  
In operation the transmitterôs small size enables it to 
be placed easily on walls, floors and ceilings. Acoustic 
vibrations passing through the building structure are 
detected by the extremely sensitive transducer, within 
the unit, amplified and transmitted via an RF link to 
the surveillance receiver. 

 
¶ Complete through-wall listening device   
¶ Range up to 50 metres in buildings and up to 

200 m outside   
¶ Pocket receiver   
¶ Ideal for Swat teams   
¶ Sticks to any surface and leaves no marks  

 
Specifications:  
Transmitter  

 

Frequency 960 ï 990 MHz 
 

Modulation FM 50 kHz 
 

Output Power 5 mW 
 

Power Supply 3 V CR2032  170 mAh lithium 
 

Power Consumption 8 mA 
 

Spurious/Harmonic Wave - 40db 
 

Dumping  
 

Dimensions 26 (H) x 40 (Å) mm  

  

Weight Transmitter 28 grams 
 

 Battery 2 grams 
 

Receiver  
 

Automatic Frequency Control AFC 
 

Power Supply 3 V 2 x Micro 1100 mAh Alkaline 
 

Power Consumption 45 mA 
 

Operation time with one up to 24 hours 
 

battery pack  
 

Dimensions 120 (L) x 40 (W) x 22 (H) mm 
 

Weight 135 grams 
 

Headphone Output 3.5 mm Klinke stereo socket 
 

Audio Frequency Response 500 mW @ 8 ohm 
 

 

 

Mini Stereo Stethoscope  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
This Miniature Stereo Stethoscope is suitable for 
covert audio monitoring in situations where access is 
restricted. It provides a means of listening through 
elements of buildings such as walls, ceilings, doors, 
etc. The stereo stethoscope consists of the 
amplification unit and 2 external transducers. The 
special mounting kit for noiseless mounting of the 
transducer on a wall is included in the delivery. 
Compared to any conventional designs of metal 
transmitters (e.g. scanning nails) these transducers do 
not leave any trace when removed.  
The electronics are aligned to the frequency of the 
human voice providing an excellent transmission 
quality even through walls of up to 90 cm thickness. 
The transducer casing is made of full aluminium and 
coated with special plastic providing an excellent 
shielding against radiation such as GSM or ISM 
interferences. 

 
¶ Complete through-wall listening device   
¶ Compact, portable design   
¶ Extremely sensitive high gain amplifier  

 
Specifications:  
Frequency range 150 Hz ï 18 000 Hz 
Amplification 45 000 times 
Power Supply 6V 4 x Micro 1100 mAh Alkaline 
Power Consumption 25 mA 
Operation time with one max. 72 hours 
battery pack  

Dimensions 115 x 75 x 22 mm 
Weight 290 grams 
Headphone Outlet 3.5 mm Klinke stereo 
Recording Outlet 3.5 mm Klinke stereo, 100 mV @ 50 kohm 
Audio Output 2 x 1 W @ 8 ohm 
Filter / damper up to 1 kHz, starting at 300 Hz 

 

Call or E -Mail us for Pricing Tel: 

+39 080  43730893  

info@endoacustica.com   

mailto:info@endoacustica.com


Endoacustica Europe srl  Tel: +39 080 43730893 - +39 080 3026530, Fax: +39 080 40731187  
 
 

Camcorder Observation Set I  
 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
The set includes: 
 

¶ 1 Pinhole Lens (40 x 19 mm) with camcorder 
adaptor   

¶ 3 camouflaged shutters   
¶ 1 adaptor ring Sony analogue (37 x 0.75 mm)   
¶ 1 adaptor ring Sony digital (30 x 0.75 mm)   
¶ 1 adaptor ring Sony digital (25 x 0.5 mm)   
¶ 1 adaptor ring Panasonic  (30.5 x 0.5 mm)   
¶ 1 adaptor ring JVC (27 x 0.5 mm)   
¶ L-mount, pinhole mount and tripod screw  

 
The kit does not include the camcorder! The 
camcorder can either be supplied by the customer 
or purchased from us directly. 
 

This Pinhole Camcorder Set is 
supplied with 1 lens and 3 
exchangeable shutters. The lens 
can be fixed to almost any current 
type of camcorder using the 
corresponding adaptor rings. The 
3 camouflaged shutters can be 
easily fitted to the lens fixing and  

supporting the lens at the same time. The 
camouflages can be changed as required. For the 
easy-to-fit shutters additional original screws are 
available such as cross-head screw, leather rivet, 
case rivet or hexagon socket. The camcorder set is 
supplied in a plastic case with cut out foam. 
 

SPECIAL NOTE:  
 

Incl. L -Mounting and Pinhole -Mounting, 

to conduct the pinhole lense and to 

reduce the mechanical load.   

 
 

Camcorder Observation Set II  
 
 
 
 
 
 
 
 
 
 
 
 

 
The set includes: 
 
¶ 1 Pinhole Lens (40 x 19 mm) with camcorder 

adaptor   
¶ 3 camouflaged shutters   
¶ 2 fixing brackets to support the camcorder 

including mounting screws  

¶ 1 adaptor ring Sony analogue (37 x 0.75 mm)   
¶ 1 adaptor ring Sony digital (30 x 0.75 mm)   
¶ 1 adaptor ring Sony digital (25 x 0.5 mm)   
¶ 1 adaptor ring Panasonic  (30.5 x 0.5 mm)   
¶ 1 adaptor ring JVC (27 x 0.5 mm)   
¶ 1 quick change adaptor version 1 including 3 

different Pinhole shutters   
¶ 1 quick change adaptor version 2 including 3 

different Pinhole shutters   
¶ 1 quick change adaptor version 3 including 3 

different Pinhole shutters  

¶ 1 external miniature microphone with amplifier 
and adaptor cable for power supply  

 
The kit does not include the camcorder! The 
camcorder can either be supplied by the customer 
or purchased from us directly. 
 

This Pinhole Camcorder Set is supplied 
with 1 lens and 3 exchangeable 
shutters. The lens can be fixed to 
almost any current type of camcorder 
using the corresponding adaptor rings.  

The 3 camouflaged shutters are simply fitted to the 
lens fixing and supporting the lens at the same time. 
The camouflages can be changed according to the 
any specific requirements. For the quick change 
adaptors additional shutters are available such as 
cross-head screw, leather rivet, case rivet or hexagon 
socket. The camcorder set is supplied in a high quality 
Pelicase transport case with cut out foam to match the 
parts included as well as the camcorder. 
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    ¶     battery backup for emergency operation of   
 

    min. 12 hours   
 

    ¶     programming and control of camera   
 

    possible from any mobile phone by SMS   
 

    The   easy   to   mount   compact   and   weather-proof  
 

    camera  is  suitable  to  record  still  images  as  well  as  
 

    video  clips.  The  camera  is  provided  with  a  motion  
 

    detector  (option)  and  sends  SMS  (text  messages),  
 

    images and video clips to almost all compatible mobile  
 

    phones  or  email  addresses.  The  data  is  transmitted  
 

    worldwide via GSM 900/1800 network.   
 

    Options:   
 

    ¶     various types of housings available on   
 

    request   
 

    ¶     remote microphone up to 15 meters   
 

 

¶     1 mega pixel colour camera with digital 
 ¶     night operation mode up to 0.5 lux   

 

  ¶     various types of camouflaged lenses,   
 

  zoom providing high image quality  telephoto lenses additionally available   
 

 ¶     automatic recording, time or motion       
 

        

¶ 
controlled (option)   Call us for Pricing Tel:    

 

recording of video clips with audio possible 
   

 

 

+39 080  43730893   
   

 

¶ built in temperature sensor      
 

       

        
 

        

 

 

 ¶ ultra-small video/power extension cable 
 

 (diameter: 3mm)  

  

¶ 
 

  different covert lenses 
 

  ¶     incl. mounting plate and spare parts 
 

  Due   to   its   extremly   wide   dynamic   range,   to   the 
 

  compact size and to the low power input required, this 
 

  board   camera   is   well-suited   for   all   kind   of   hidden 
 

  camera operations. 
 

  The    state-of-the-art    Sony    CCD    Chip    technology 
 

  provides extreme minimum illumination values. 
 

  That makes this camera-kit first choice for all covert 
 

  applications.  
 

  Specifications:  
 

  Image Sensor 1/3ôô Sony Super HAD CCD Day/Night 
 

  Horizontal Resolution 700 TV-lines (B/W), 600 TV-lines (color) 
 

  Minimum Illumination 0.00019 Lux (B/W), 0.03 Lux (color) 
 

The kit contains: Programming OSD Menu, by joystick 
 

Motion Detection yes  

¶ miniature power supplies  

Privacy Masking yes  

¶     ultra-small size cameras with different lens 
 

Power Requirements DC +12 V +/- 10%  

 

holder for several types of lenses 
 

¶ 
Wideangle Pinhole 

90° - 118°  

horizontal resolution: 700 (B/W)/ 600 (color) Lens  
 

   

  

42 x 38 x 12 mm (excl. lens and mounting  

 TV lines Dimensions  

¶ 
flange)  

incl. lens-set: tele (10/15/30mm) 
   

   
  



PRODUCT NEWS   3  
 
 
 

 
 

TOPSELLER 
 
 
 
 
 
 
 
 
 
 
 
 

 
This new generation of high resolution cameras is 
based on state-of-the-art b/w CCD chip technology. 
The compact size of the lens holder with camera chip 
separated from the main board by cable or flexible 
band as well as the low power consumption 

 
recommend this type of camera for many fields of 
covert camera application. 

 
¶ compact size   
¶ low power consumption   
¶ high resolution   

600 (B/W) / 580 (color) TV lines  
¶ b/w or color CCD image sensor  

 
Specifications: 

 
Image Sensor 1/3 ôô CCD image sensor 
Field of View (Lens) H/V 85° / 125° Pinhole 
Auto Electronic Exposure 1/50 ~ 1/120,000 sec. 
Min. Illumination 0.05 Lux  @ F 1.2  5600°K (B/W) 

 0.8 Lux @ F1.2 5600°K (color) 
Horizontal Resolution 600 TV lines (B/W) 

 580 TV lines (color) 
Power Supply 8.5 ~ 13.5 V DC 
Power Consumption 85 mA 
Lens System Pinhole Wide Angle 

 
 

 

 
Camera 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

NEW  
 

Also available with 30mm 

Telephoto Lens with Mirror  

Technolo gy ! 
 
 
 

 

 
¶ compact size   
¶ low power consumption   
¶ 1/3ò image sensor   
¶ also available with 30mm telephoto mirror lens  

 
This special type of camera is ideal for covert 
observations from vehicles. It can also be used in 
combination with sets such as the video/audio 
recording sets described later on. 

 
Specifications: 

 
Image Sensor 1/3ôô CCD 
Lens  System Pinhole Standard / Telephoto Lens 
Field of View H/V 90° / 118° / 9° (Telephoto Lens) 
Lens Hole Diameter 0.8 ï 1.2 mm / --- 
Resolution 600 TV lines 
Electronic Shutter 1/50 ï 1/120,000 
Min. Illumination 0.005  lux @ F: 1.2 
S/N Ratio > 60 dB 
Power Supply 8 ï 13.5 V DC 
Power Consumption 85 mA 
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Specifications: 

   
 

       
 

        
 

    B/W Camera:    
 

    Image Sensor OV-7410 Cmos   
 

    Field of View (H/V) 90° / 118°   
 

    Electronic Shutter 1/60 ï 1/15000   
 

    Min. Illumination OV-7410 < 0.5 lux @ f 1.2   
 

    Weight 6 g   
 

    Lens Hole Diameter 1.2 mm   
 

    Required    
 

    Horizontal Resolution 480 TV lines   
 

    Power Supply 5 V DC   
 

    Power Consumption 40 mA   
 

    Lens System Pinhole Standard   
 

    Options Colour camera available at extra charge   
 

        
 

    Transmitter:    
 

    Frequency 1140 ~ 1230 MHz   
 

    Modulation FM, max. 28 MHz at 1 Vss / 200 kHz   
 

    Transmitting Power 10/100 mW switchable   
 

    Power Supply 2 x 1.5 V Micro batteries pulsed to stable   
 

 

camera 
   5 V voltage  6 hours transmitting time   

 

    /100 mW   
 

        

    Antenna omni-antenna   
 

    Range 80 ï 100 m in buildings /   
 

     up to 500 m at open view   
 

      
 

       
 

   

Specifications: 

   
 

       
 

        
 

    B/W Camera:    
 

    Image Sensor OV-7410 Cmos   
 

    Field of View (H/V) 90° / 118°   
 

    Electronic Shutter 1/60 ï 1/15000   
 

    Min. Illumination OV-7410 < 0.5 lux @ f 1.2   
 

    Weight 6 g   
 

    Lens Hole Diameter 1.2 mm   
 

    Required    
 

    Horizontal Resolution 480 TV lines   
 

    Power Supply 5 V DC   
 

    Power Consumption 40 mA   
 

    Lens System Pinhole Standard   
 

    Options Colour camera available at extra charge   
 

        

         
 

     Transmitter:    
 

     Frequency 1140 ~ 1230 MHz   
 

     Modulation FM, max. 28 MHz at 1 Vss / 200 kHz   
 

     Transmitting Power 10/100 mW switchable   
 

     Power Supply 3,6 V Lithium ionic battery pulsed to   
 

      stable 5 V voltage  6 hours transmitting   
 

      time /100 mW   
 

        

    Antenna omni-antenna   
 

 camera   Range 80 ï 100 m in buildings /   
 

    up to 500 m at open view   
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This Rapid Deployment Kit helps to support 
community safety. A camera, video transmitter, power 
supply and state-of the art motion detector (PIR) 
hidden for example in a smoke detector casing or 
electric junction box allow to covertly monitor the 
surroundings. The RDVTS is a cost-effective solution 
to protect new and old buildings against vandalism 
and uninvited visitors. 
 
Once the smoke detector or electric junction box is 
installed the recording of live images is automatically 
triggered on motion perceived by the PIR motion 
sensor. 
 
The kit allows a standby time of at least 5000 hours 
and transmission time of approximately 20 hours 
depending on the size of the battery pack. 

 

TOPSELLER 
 
The kit includes:  
¶ 2.5ò TFT monitor   
¶ signal booster   
¶ CCD colour camera   
¶ CCD b/w camera   
¶ video transmitter   
¶ 2 x TX PIR motion sensors   
¶ battery pack   
¶ 3-channel low power switching receiver   
¶ 8-channel video / audio receiver   
¶ 3 channel TX handheld transmitter  

 
Optionally available:  
¶ camouflaged camera units hidden in smoke 

detector of electric junction box with  
integrated video transmitter 

for more details see next page 
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Specifications: 

 
Video Transmitter + Signal Booster + 1 Camera 

 

Power Consumption approx. 800 mA 
 

2.5ò TFT Monitor  
 

Colour System NTSC or PAL 
 

Number of Pixels 480 (H) x 234 (V) = 12320 dots 
 

Color Configuration RGB Delta 
 

Audio Output 0dBm on 1kW adjustable 
 

Power Supply 9 ï 12V DC 
 

Power Consumption < 7W 
 

Dimensions 76 x 61 x 28 mm (W x H x D) 
 

Signal Booster  
 

Transmitting Power 1.5 W @ 1230 MHz 
 

Power Supply 9V DC 
 

Dimensions (flange not includ.) 56 x 30 x 17 (L x W x H) 
 

CCD Colour Pinhole Camera  
 

Image Sensor ıñ CCD 
 

Lens System wide angle pinhole lens system, 
 

covered screws and rivets  

  

Minimum Illumination 0.5 lux 
 

Horizontal Resolution 470 TV lines 
 

Power Supply 12V DC +/- 1V 120mA 
 

Dimensions lens included, 
30 x 30 x 18 (L x W x H)  

flange not included  

  

CCD B/W Pinhole Camera  
 

Image Sensor 1/3ñ CCD 
 

Lens System wide angle pinhole lens system, 
 

covered screws and rivets  

  

Minimum Illumination 0.005 lux @ f2.0 
 

Horizontal Resolution 480 TV lines 
 

Power Supply 12V DC +/- 1V 100mA 
 

Dimensions lens included, 
30 x 30 x 18 (L x W x H)  

flange not included  

  

Video Transmitter  
 

Transmitting Power 200 mW @ 1230 MHz 
 

Transmitting Frequency 1200 ~ 1290 mHz, 
 

4 steps à 30 MHz  

  

Power Consumption approx. 200mA 
 

Power Supply 9 ï 12.6 V DC 
 

TX PIR Motion Sensor  
 

Transmitting Power 50 mW 
 

Transmitting Frequency 430 MHz, digital coded 
 

transmission  

 
 

Transmitting Range up to 300 m 
 

Detection Area 90° (10 m) 
 

Power Supply 2x CR123A battery 
 

Standby Time Sensor up to 6 weeks 
 

Alarm Receiver 3-Channel for Remote Control and PIR Motion 
 

Detector  
 

Receiving Frequency 430 MHz, digital coded 
 

Power Consumption 
approx. 300 µAmps  

(Standy Mode)  

 
 

 
 
 
 
 
 
 
 

2.5ñ TFT Monitor 
 
 
 
 
 
 
 

 
Signal booster 1.5 W 

 
 
 

 
CCD Colour Pinhole 
Camera Series II 

 
CCD B/W Pinhole 
Camera Series II 

 

 

 
Video transmitter 

200 mW 
 
 
 
 
 

 
TX PIR Motion Sensor 

 
 
 
 

 

 
Alarm Receiver 
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8-Channel Video/Audio Receiver   
 

Receiving Frequency 1140 ~ 1350 MHz,   
 

8 steps à 30 Hz   
 

  

8-Channel Video / 
 

Power Supply 12 V DC regulated  
 

Video Out BNC 1 Vp-p / 75 ohms,  Audio Receiver  

PAL / NTSC   

   

    

Audio Out Chinch / RCA (6.5 MHz)   
 

Dimensions 62 x 155 x 24 mm   
 

3-Channel TX Handheld Transmitter   
 

Transmitting Power 100 mW   
 

Transmitting Frequency 430 MHz, digital coded   
 

transmission   
 

    

Power Supply integrated 12 V battery  

3-Channel Handheld 
 

(Type 23A)   

   

Power Consumption 120 mA approx. in operation  Transmitter  

20 mA approx. in sleep mode   

   

   
 

    
 

 
 
 
 
 
 
Camouflaged Camera Units with integrated 
Video Transmitter to be used with Rapid 
Deployment Kit (Optional Equipment): 

 
 
 
Specifications Optional Equipment: 

 
Camera  

Image Sensor ıñ CCD 
Lens System P38/M12 wide angle Pinhole 
Adjustment Range 1/60 ~ 120,000 
Minimum Illumination < 1 lux @ f1.2 
Horizontal Resolution 470 TV lines 
Power Supply 9 ï 12 V DC  / 70 mA @ 12 V 
Weight 6 g 

Transmitter  
Frequency 1140 ~ 1400 MHz, 
Modulation FM, max. 28 MHz @ 1 Vpp/ 

 200 kHz 
Transmitting Power 10/100mW 

 
 

 
(Advice: cover antenna 

with a cable dummy) 

 
smoke detector 
(120 x 54 mm / Å x H ) 

 
electric junction box  
(110 x 110 x 60 mm / LxWxH) 

 

Power Supply 3 x AA Alkaline i.e. DURACELL 
 

 PLUS MN 1500 
 

Operating Time System Transmitting: up to 5 hours 
 

Range 80 ï 100 m inside building, up to 
 

 500 m with open view 
 

Switching Receiver  
 

Frequency 430 MHz 
 

Power Supply 3 V Lithium / < 300 mA  

  

Antennas 2 built-in antennas 
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One touch recording:  

- start / stopp recording  
 

- recording status check  
 

- vibra feedback for every action  

 

 
This Automatic Room Recording Kit is ideal for 
combined event-triggered video and audio monitoring 
and includes the following items: 
 
¶ Sony Digital Video Walkman GV-HD700E   
¶ AC Power Adaptor   
¶ Sony Remote Control Box: Recorder Control 

Cable, Camera, One touch remote control or 
PIR/VOX connector, 2x Mic, Video Out, 
Stereo-Audio Out   

¶ CCD Day/Night Pinhole Camera (as an 
example)  

¶ One-touch Remote Control   
¶ PIR Motion / VOX Sound Sensor   
¶ Cable Set   
¶ Recording Tapes   
¶ Battery Pack 12 V, 8 x AAA Alkaline  

 
 
 
 
 
 
 
 
 

 

One Touch Recording  

with Vibra Feedback  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Motion (PIR) and/or  

Sound (VOX) 

triggered Recording  
 
 

 
Optionally available: 
 
¶ wireless PIR motion sensor (to be used for 

example for outside surveillance from a 
vehicle  

 
Example: If a rearview mirror cam is used, the 

wired PIR motion sensor can be replaced by a 
wireless version to be placed outside the car. In 
this case a receiver can be integrated in the Sony 
Remote Box which switches on the cam and 
starts the digital VCR. 
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 SPYPHONE SPYPHONE 

 

 Vers. 1 Vers. 2 
 

Live User Phone Call  ѥ  

Listening Mode   

  
 

    

Room Listening Mode ѥ ѥ 
 

   
 

SMS Forward ѥ ѥ 
 

   
 

Location Info SMS ѥ ѥ 
 

   
 

Boot & SIM Change ѥ ѥ  

SMS  

  
 

    

Remote Control by ѥ ѥ  

SMS  

  
 

    

 
ROOM LISTENING MODE: 
 
While off the spy option, SP behaves like an ordinary 
mobile phone so it makes and receives calls as usual. 
However, when SP receives call from the ñprivileged 
numberò, it answers automatically without any ringing 
or lights coming on and the display stays the same as 
if it is in a ñStandby Modeò. Thus it enables you 
listening discreetly to what is going on about 5 meters 
around the phone. No record of the call received from 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
the privileged number will ever be put in the phone's 
list of received calls. 
 
The ñListening Modeò will get interrupted right awa y if: 
 

1. The SP receives a call or;   
2. If any key is pressed on SPôs dialer.  

 
 
PHONE CALL LISTENING MODE (only Version 2): 
 
If a call is in progress on the target phone (incoming 
or outgoing) the user will be intimated with a SMS on 
the pre-defined number. At this point, if the user calls 
the target phone, they will be able to hear the 
conversation taking place on the target phone. 
 
 
 
GPS LOCATION TRACKING: 
 

This function enables the user who owns the 

monitoring phone to receive GPS coordinates of the 

Spy Phone at any time.
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Please note: 
 
Call Conferencing is required for this feature to work 
properly. Kindly call your network service provider and 
ensure that Call Conferencing is activated. Spy phone 
sends SMS to the ñprivileged numberò every time it 
makes or receives a call. The SMS messages appear 
in the following format: 
 

From: 0914650650 

10/01/2006 14:35 Incoming 

call : 013777377 
 
By receipt of such message you may decide to call 
spyphone back from ñprivileged numberò. In this case 
you will enter into ongoing conversation in conference 
mode without being noticed, so you can listen to the 
conversation. 
 
 
SMS FORWARD: 
 
Receive an immediate copy of all text messages 
(SMS) from the target phone the moment they are 
sent or received by the target phone. This powerful 
and highly advanced unit is 100% trace resistant and 
immediately leaving no logs on the target phone. 
Monitor ALL the target phone's mobile phone SMS 
(text message) activities with this solid state-of-the-art 
solution. With complete peace of mind you will be able 
to monitor the activities of your children, your 
spouse/partner, your employees, your associates, 
your friends, without them EVER knowing! 
 
 
GPS LOCATION: 
 
This function enables the user who owns the 

monitoring phone to receive GPS coordinates of 

the Spy Phone at any time. 

 

 
   

After sending the Locate command via SMS, you will 
receive an SMS with the following information: 
 
¶ Geographical coordinates (Latitude and 

Longitude) 
¶ Altitude 
¶ Speed 
¶ Phone operator 
¶ Mobile phone cell ID 
¶ Signal strength 
¶ Time 

 
 
SMS ON BOOT AND SIM CHANGE: 
 
An SMS is sent to the privileged number when the 
phone switches on. This ensures that the user is 
notified when the phone is switched on and if the SIM 
in the target phone changes. We have also insured 
that there is no outgoing SMS icon when the phone 
switches on. 
 
 
REMOTE CONTROL BY SMS: 
 
This is the greatest feature of this unique surveillance 
unit. All functions can be enabled or disabled by 
command SMS from privileged number. Once you 
give phone to other person you don`t need to have 
physically aces to phone anymore. All commands you 
can send remotely, including changing privileged 
number. 
 
With sending command SMS you can: 
 
¶ to enable or disable all features at once   
¶ to enable or disable spyphone option, 

interceptor option, SMS forward, SMS on 
boot, alert SMS message in interceptor mode  

¶ ask for Location info SMS   
¶ change privileged number   
¶ restart phone  

 
Our logging engine ensures that no logs of incoming 
calls or SMS forwards are written in the phones 
logging engine. 

 
 
 
 
 
 
For all Spyphone  Orders, we need: Model 

No., Firmware Version, IMEI No.  
 

(Nokia Firmware -Check: type *#000# on your phone) 

(Nokia IMEI -Check: type *#06# on your phone)   



 
Endacustica Europe srl  Tel: +39 080 43730893 - +39 080 3026530, Fax: +39 080 40731187 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The Audio Sweeper is a new type of nearfield 
transmitter tester for FM signals within a range of 30 
MHz up to 1 GHz (option: up to 6 GHz). Signals 
received are automatically identified and demodulated 
by means of the built-in speakers providing the 
possibility to listen to and monitor the FM audios 
captured. Activities detected can be retained with the 
ñholdò function. The sensitivity can be adjusted. This 
allows the Audio Sweeper to be used for example for 

tracing active miniature transmitters and demodulating 

 
the FM audio at the same time. Digital signals are 
displayed but not processed or decoded.  
The Audio Sweeper is a nearfield broadband receiver 
ideal to support our bug detectors and inspect rooms. 

 
¶ built-in speaker   
¶ 2.5 and 3.5 socket for AF and CI-V   
¶ ñholdò function   
¶ battery state indicator   
¶ up to 10 hours operation time   
¶ LED field strength indicator (S-meter)   
¶ undesired signals can be suppressed   
¶ aluminium housing  

 
Specifications:  
Sweep Range 30 MHz ï 1 GHz (option: up to 6 GHz) 
Audio 30 Hz ï 2000 Hz 
Modulation FM 
Sweep Step <10/100 kHz 
Sensitivity <-85 dbm @400 MHz 
Power Supply 4 x Mignon batteries internal supply or 

 external supply 12 V DC 
Power Consumption 500 mA 
Dimensions 100 (L) x 68 (W) x 31 (H) mm 
Weight approx. 280 g 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
This portable radio video scanner and detector 
combines many things in one: wireless monitor, 
wireless camera detector and wireless camera 
scanner. Within seconds the Video Sweeper detects 
all wireless cameras working from 900 MHz up to 2.6 
GHz (option: up to 6 GHz) and displays them on the 
6.5 cm LCD monitor. For wireless operation, the 
scanner uses 4 x 1.5 V AA Alkaline batteries. As an 
alternative, the scanner can be connected to a mains 
adaptor for steady operation.  

 
¶ practical portable design   
¶ full radio range up to 300 m (not as restricted 

as on standard broadband detectors or bug 
detectors)  

¶ professional and fast 900 MHz ï 2.6 GHz 
(option: up to 6 GHz) scanning (including 
export frequencies and authorities 
frequencies)   

¶ 2.5 TFT LCD colour monitor   
¶ PAL / NTSC / CCIR / EIA Auto selection   
¶ LCM screen wave band and function 

adjustments  

¶ dual power supply: operation via both mains 
adaptor and battery possible  

 
Specifications:  
Frequency Range 900 MHz ï 2.6 GHz (opt. up to 6 GHz) 
Power Supply 4 x 1,5 V AA Alkaline or mains adaptor 
Power Consumption 120 mA  to max. 650 mA 
Range up to 300 m 

 

Call us for Pricing Tel:  

+39 080  43730893    
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Full Band Video Scanner  
1.2GHz / 2.4 GHz / 5.8 GHz 

 
 
 
 
 
 

 
This new breakthrough video scanner covers three 
frequency bands: 1.2GHz / 2.4GHz / 5.8GHz. The 
unique 5.8GHz scanning technology makes this 
device the only one of its kind. 
This video scanner detects and displays multiple 
hidden wireless cameras in multiple frequency bands 
up to 300 feet (depending on output power of source 
transmitter). It scans all three frequency bands 
synchronously in 30 seconds.  
It is specially designed for easy and simple use , 
which does not require complicated installation or any 
professional knowledge. 

 
¶ simultaneously 3-band scanning   
¶ built-in rechargeable battery   
¶ rugged Stormcase   
¶ automatic NTSC or PAL/SECAM detection   
¶ 3x AV outputs for 3 bands  

 
Specifications:  
Detection Frequencies 1.2 GHz, 2.4 GHz, 5.8 GHz 

 

simultaneously  

  

Power Supply Built-in rechargeable battery or switching 
 

power adaptor  

  

Dimensions 299 x 248 x 119 mm, Stormcase 
 

Display 3.5ò high resolution LCD 
 

Audio / Video Output AV outputs x 3 for 3 bands syncronous 
 

recording  

  

 

Call us for Pricing Tel:  

+39 080  43730893   
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¶ wide transmitting range   
¶ transmitting time up to 20 hours   
¶ excellent camouflage   
¶ can be easily switched on/off   
¶ normal pen function is maintained   
¶ more frequencies (such as BOS) available 

on request  

 
Specifications:  
Pen Transmitter  
Frequency 420 MHz UHF band 
Modulation FM 12kHz / WFM 50 kHz 
Transmitting Power 20 mW 
Microphone Knowles R  integrated 
Power Supply 3 V  2 x 1.5 V 
Power Consumption 7mA transmitting 
Spurious/ Harmonic -40 db 
Wave Dumping  

Dimensions 145 (L) x 15 mm (diameter) 
Weight Transmitter 16 g / battery 2 g 
Antenna Integrated 
Range 150 m inside buildings / 

 up to 800 m at open view 
Receiver  

Frequency Range 406 ï 512 MHz 
Modulation Type FM 
Priority Channels 1 
Scan Speed 10 channels per second 
Dimensions 68 x 31 x 110 mm 
Weight 160 g 

 
SPECIAL NOTE:  

 
70 hours digital tape  recorder including 

control box available as an option  

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
¶ excellent radiation performance due to the 

plastic housing of the BIC cigarette lighter  
¶ very good audio sound   
¶ perfect camouflage ideal for covered 

investigations   
¶ gas tank can be replaced and lasts for approx. 

3000 flame lightings  

¶ more frequencies (BOS) available on request  
 

 
 
Specifications: 

 
Cigarette Lighter Transmitter  
Frequency 420 MHz UHF band 
Modulation FM 12kHz / WFM 50 kHz 
Transmitting Power 10 mW 
Microphone Knowles R  integrated in cigarette lighter 
Power Supply 3 V  2 x 1.5 V 
Power Consumption 9mA transmitting 
Spurious/ Harmonic -35 db 
Wave Dumping  

Dimensions 81 (L) x 25 (W) x 14 (H) mm 
Weight 22 g 
Length of Antenna 16 cm integrated in lighter 
Range 100 m inside buildings / 

 up to 300 m at open view 
Receiver  

Frequency Range 406 ï 512 MHz 
Modulation Type FM 
Priority Channels 1 
Scan Speed 10 channels per second 
Dimensions 68 x 31 x 110 mm 
Weight 160 g 

 
SPECIAL NOTE:  

 
70 hours digital tape recorder including 

control box available as an option   
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The electronics of the Stereo Stethoscope II with 
DSP is adapted to the frequency range of the human 
voice thus providing excellent results even through 

 
50 cm thick solid brick walls. The housing is made of 
aluminium / steel with a special plastic coating.  
A built-in switchable DSP (digital signal processing) is 
used to efficiently filter out background noise such as 
traffic noise, fans, air conditioning etc.. 

 
¶ excellent shielding against radiation 

such as GSM interferences   
¶ easy to handle   
¶ special mounting kit included in scope of 

delivery  
 
Specifications:  
Frequency Response 150 Hz ï 18 000 Hz 
Amplification 40 000 fold 
Power Supply 12 V mains adaptor / 220/240, 

 external battery as an option 
Power Consumption 500 mA 
Dimensions 200 (L) x 190 (W) x 120 (H) mm 
Weight 1500 grams 
Headphone Outlet 6.5 mm Klinke stereo 
Recording Outlet 2 x stereo RCA and 2 x stereo RCA DSP 
Audio Output 2 x 1 W @ 8 ohm 
DSP two channel (switchable) 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

TOPSELLER 
 

 
¶ compact dimensions for portable use   
¶ wireless listening through walls, thickness 

max. 50 cm, range up to 800 m   
¶ sticks to any type of surface and leaves no 

marks  

¶ wireless transmitter operation time up to 24 
hours with one single battery set  

 
 

 
Specifications: 

 
Transmitter PLL  

Frequency 426 MHz ï 429 MHz 
Modulation FM 12 kHz / WFM 50 kHz 
Transmitting Power 20 mW 
Power Supply small coin cells 
Power Consumption 8 mA 
Spurious/ Harmonic > 60 db 
Wave Dumping  

Dimensions 26 (H) x 40 mm diameter 
Weight transmitter 28 g / battery 5 g 
Range 150 m inside building / 

 up to 800 m at open view 
Two-Channel Receiver  

Frequency Stabilization PLL 
Power Supply 12 V  1000 mAh/ batteries option 
Power Consumption 400 mA 
Dimensions 200 (L) x 250 (W) x 90 (H) mm 
Weight 1500 grams 
Headphone Outlet 6.5 mm Klinke stereo 
Recording Outlet 3.5 mm Klinke stereo; 100mV @50 kohm 
Audio Output 2 x 500 mW @ 8 ohm 
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This portable miniature transmitter detector is based 
on measuring the field intensity in the near field. The 
unit reliably detects all AM and FM-transmitters 
analogue and digital, within a range of up to 15 m, 
depending on the transmitting power, transmitting 
frequency and on the basic components of the 
surrounding radio frequency.  
Example: A 10mW transmitter in the 70 cm band will 
be indicated within 10 m. The input sensitivity of the 
unit can be adjusted by means of a potentiometer. 

 
The simple operation of the unit allows even 
unpractised users to easily search the surroundings 
for camouflaged miniature transmitters in no time at 
all. For undercover use the detector can even be body 
worn. An external vibration alert can be easily plugged 
in and is immediately ready for use allowing to 
covertly inspect people for example entering a room. 
Should a camouflaged transmitter be detected, the 
vibration alert will be triggered. 

 
¶ Detects various transmitting sources such 

as miniature transmitters, wireless phones, 
mobile phones, radio units, radio remote 
controls etc.   

¶ Scope of delivery: supplied in plastic case 
including earphones, a variety of wide 
band antennas, test transmitters and an 
internal vibration alert  

 
Specifications:  
Frequency 1 MHz up to 7 GHz 
Range of Application up to 15 m depending on the 

 power output of the transmitter 
Display Electronics LED bar and earphone 
Power Consumption min. 40 mA up to max. 200 mA 

 with vibration motor switched on 
Power Supply 4 x 1.5 V AAA Alkaline battery 
Antenna SMA socket with special antenna 

 
 
 
 
 
 

 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Easy to handle device suitable to localise and detect 
almost all types of covertly installed and wired video 
board cameras and camcorders. The detector is 
insensitive to almost all high frequency digital and 
analogue interfering signals. 

 
Specifications:  
Frequency approx. 16 kHz (horizontal frequency) 

 

Sensitivity typ. 22mV up to 10 MHz  

  

Alarm LED bar indicator, headphone port for 
 

 buzzer 
 

Power Supply 9 Volt battery 
 

Power Consumption max. 60 mA 
 

Operating time with 1 up to 10 hours 
 

battery  
 

Broadband Antenna built in case bottom 
 

Dimensions 130 x 240 x 90 mm 
 

Weight 250 g 
 

Range (examples) single board camera approx. 20 cm 
 

 camcorder up to 90 cm 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
The above bug detector and detector for camouflaged 
cameras are also available as a set. Specifications as 
above. 
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Pinhole Telephoto -Lens  
 
 
 

 

NEW 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
This high resolution day/night colour board camera is 
extremely well-suited for highly difficult surveillance 
applications. The cameraôs professional digital image 
processing meets with highest standard quality 
requirements. Under low light conditions the infrared 
blocking filter is removed automatically by means of a 
tiny electric motor and the day/night camera switches 
from colour to b/w signal. The day/night camera with 
tilting IR filter ensures the highest possible light 
sensitivity in the dark in b/w mode and an absolutely 
lifelike colour reproduction when there is sufficient 
lighting.  
By means of the DIP switches, the camera can be 
individually programmed according to the local 
conditions. 
 
¶ DIP Switch Programming: DIP Switches for: 

Flickerless, Backlight, DC or Shutter Mode, 
AWB or ATW, AGC max. (ON/OFF)   

¶ DC Lens Connection   
¶ Connection for LED light   
¶ Linelock   
¶ variety of Pinhole tele-lenses available  

 
 

 

 
 
 
 
 
 
 
 
 
 
 
 

 

uses standard M12 x 0,5 Lenses  

 
Specifications: 

 
Image Sensor 1/3ò Sony Super HAD CCD-Chip 

 

Resolution Colour:  580 TV lines (752 x 582 pixels) 
 

 B/W:       600 TV lines (752 x 582 pixels) 
 

Minimum Illumination Colour: 0.5 Lux /AGC = ON / F 1.4 
 

 B/W:      0.05 Lux /AGC = ON / F 1.4 
 

Signal Processing Digital (DSP) 
 

Spectral Range Colour: 380 up to 800 nm wave length 
 

 B/W:      380 up to 1100 nm wave length 
 

Gamma Correction 0.45 
 

Knee Function Available for enhanced outlining 
 

S/N Ratio >50 db (AGC OFF) 
 

AGC Max. 26 db 
 

Synchronisation Internal / Linelock 
 

Electronic Shutter 1/50 ï 1/100,000 secs. 
 

Backlight Compensation Auto Backlight 
 

Smear Effect 0.004 % 
 

LAG Current: Zero 
 

TV System PAL, 625 lines, 50 Hz 
 

Video Output Signal FBAS 1 Vss / 75 ohms 
 

Voltage Supply / Power 12 (8-18) V DC, 0.2 A (reverse voltage 
 

 protection) 
 

Operating Temperature -10 up to 55°C 
 

Humidity Up to 90% 
 

Protection Class acc. to EN 60065 + 60950 
 

VDE  
 

RF Radiation EN 50081 + 82, CE certification 
 

Maximum Vibration 8 G 
 

Mounts 4 drilled holes 2 mm Å - distance  

  

 between holes 34 mm 
 

Weight 40 g 
 

Dimensions (WxHxD) 38 x 38 x 38 mm (mountings not incl.) 
 

Lens Pinhole tele-lens 10 mm 27° (horizontal) 
 

Lensholder 12 mm thread 
 

Shutter Control Fixed 
 

Focus Adjustment Manual (0.5 m up to )́  
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Those who love luxury excite envy in their 
environment. In a number of countries throughout the 
world this can bear serious dangers. On demand of 
our renowned clientele we have developed stab and 
bullet proof trend clothing in cooperation with a 
ballistics company. The clothes protect against 
assaults with firearms or pointed objects (e.g. 
needles, knives etc.). The protection class of these 
fashionable jackets even exceeds the European 
Police Standard. 
 
As a special feature the clothing is light and freedom 
of movement is not restricted. In addition, the 
protective design cannot be recognised from the 
outside. No matter if one prefers a sailorôs jacket or a 
wax jacket, protection is provided in any case. One of 
our customers has already had his first involuntary 
practical test. He withstood a knife attack uninjured. 

 
Body armor is another important consideration. Guns 
do almost nothing to protect you from hostile or 
accidental fire. Body armor does. Surplus military 
body armor actually performs a lot better than its 
reputation and offers the best protection for the 
money. The downside is that it is hardly concealable, 
in fact, it looks pretty obvious when you are wearing 
it. On the other side is commercial law enforcement 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
body armor. It usually covers a lot less of your body, 
but it is easier to wear. In fact, you can easily wear 
police style body armor under your normal clothes. 
This is a good idea in lower threat level situations 
and can even be a help in higher threat level 
situations. If one could only have one set of body 
armor, then it probably would be a police style vest 
since it is more versatile, but it is not necessarily the 
most protective. For tactical purposes and situations 
where cost is a factor, military surplus armor is hard 
to beat. 

 
Police armor is rated by the National Institute of 
Justice (NIJ) against different types of ammo and at 
different ranges. The chart below is by no means all 
inclusive, but it gives you an idea of what armor 
levels protect against what. Military armor is not 
formally rated the same way, although its protection 
is fairly consistent with level II police armor. Most law 
enforcement agencies use level IIIA body armor for 
general patrol issue and IIA for undercover work. 
Certain special SWAT team members use level IV 
armor, but it is the most rare. Most body armor will 
not protect you much against blunt weapons like 
sticks or clubs, but it will offer protection against most 
wide bladed knives. THIN DIRK OR DAGGER TYPE 

 
 


